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POOL LADDER

The Pool ladder is a special tool for moderate height
boarding operations. The ladder is preferably used
together with an optional length wire ladder for
extended reach and flexibility. The Pool Ladder can
be placed either by hand or using a telescopic pole.

The Pool Ladder is a single section
rigid ladder with integrated hooks
that offers excellent stability and
climbing ease for deployment near
entry points. The ladder inside
width measures 284 mm. The
ladder floats in water and has a
MBL of 330 kg. It is recommended
for only one operator to climb at a
time.
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Place a telescopic pole in the lifting T
funnel to place the Pool Ladder |
on an entry point far from reach
overhead. The lifting funnel is
specially made for the top adapter 490
on our telescopic poles and keeps C]
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the Ladder from rotating on the
Pole, increasing positional control
and making the ladder much easier
to place securely.

| -
—

]

=7

(=]

(238

The Pool Ladder is constructed \
from black anodized high strength
aluminum alloy. Standoffs create
space for hands and feet while
climbing.

Part no. BE001690

Lifting funnel
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MBL 330 kg / 728 Ibs [

Weight 6,2 kg /13.7 Ibs
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In marine environments the wire
ladder will provide additional reach Y H 1[ -
as well as increased operational -— 284 %

safety. The RIB / boarding vessel - -
will not be able to knock the ladder
off its hold when it is riding on the 360
waves. ~
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Mount for extension wire ladder
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