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GENERAL

• Read this user manual carefully before you use the hook
and save it for future reference.

• Operational scenarios with corresponding risk evaluations must 
be well known for the operators.

• It is important that the hook is inspected and maintained 
periodically to ensure a safe and well-functioning equipment.

• Monthly controls by the operators are limited to visual check 
and practical operations.

• All necessary service and maintenance shall be carried out by 
authorized service personal annually and by 5-years controls.
On-line annual inspection course for Henriksen hooks is 
available on the internet, please check our website for more 
information.

• Contact the manufacturer in case of any visible damage and/or 
if malfunction occurs.

• Any unauthorized repair, service and/or parts used in the hook 
will violate the warranty.

HPHRH 5
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LAUNCH

1 Check the following before launch:
• the hook and the remote

cable are not damaged
• the hook element is in 

locked position
• the reset knob is in the back 

position, refer to the illustration
• you can clearly see the 

activation latch in the inspection 
hole, refer to the illustration

• the painter ring is properly 
placed

• the hook is free of any impurities
or ice

Use metal rings only!

Reset 
knob

Painter 
ring

Hook 
element

2 Continue with the launch process 
as described in steps 1 - 5 in the 
“Safe Launch” section.

3 Release the painter line when the 
boat and the crew is ready.

Pull the painter remote release 
handle – refer to the illustration – to 
open the painter hook and release 
the painter line.

WARNING:
Do not open the painter hook 
before the lifting hook has released
the lifting ring!

A1Rev.:

Handle

Inspection 
hole

Activation 
latch
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RECOVERY

1 Check the following before recovery:
• the hook and the remote cable 

are not damaged
• the hook element is in open 

position
• the reset knob is in the front 

position, refer to the illustration

HPHRH 5

2 Push the painter ring
into the jaw of the hook,
and check the following:
• the locked position

of the hook is confirmed 
by a click sound.

• push the reset knob to 
the back position to 
verify that the ring is 
properly locked.

• make sure that the hook 
is completely locked, 
refer to the illustration.

3 The hook is ready to recover 
the boat.

A1Rev.:

Hook 
completely 

locked

Reset 
knob

Hook 
element

NOTE: See the “SAFE USE” chapter at the end of the manual 
for the recommended lifting operations.
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GENERAL CONSIDERATIONS

1 Mount the painter hook on an area that is strong enough to 
withstand the forces the painter hook is exposed to.

2 Make sure that the operation angle of the painter line is within
the operational angle of the painter hook.
(From horizontal up to 30 degrees.)

4 Make sure that the painter hook operator can get access to the 
painter hook easily and can connect the painter ring safely during 
recovery.

Make sure that the minimum bending radius of the push/pull
cables will be more than 127 mm / 5 inches (for standard cables)
or 76 mm / 3 inches (for arctic cables) after the cables are installed.

6

5 Consider the ergonomical details before mounting the remote unit 
with the push / pull cable. It shall be easy to install, remove, adjust 
and safe to operate the remote unit.

A1Rev.:

8 Use an installation path for the cable that prevents tripping hazard 
and protect the cable against wear and tear. 

10 We strongly recommend to use standard Henriksen Painter Rings, 
because the ring dimensions are designed to geometrically fit 
together with the Henriksen Hooks.
See more details in our HPR document.

Make sure that there is no tension in the cable in any position of 
the hook.7

Consider prevention against impurities and icing on the hook.9

Make sure that the hook does not collide with the structure of the 
boat within the operational area of the hook.3
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RECOMMENDED BOLTS
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* The length is specified by the boat builder.

WARNING:
Use only recommended bolts, locknuts and torques.
Always use new locknuts.
Always use washers.

Use correct type of M6 / Ø6 countersunk screw (depending on the 
board material) to fasten the remote unit.

REMOTE CABLE OVERVIEW

Hook 
type

Hook
part number

Cable part number

Standard Arctic*

HPHRH 5 HH001959 HH094465 HH2502xx

*    Cables with reduced minimum bending radius requirements.
The last two digits (XX) in the part number describe the cable length 
in 0,5 m increments: “10” stands for 1,0 m, “15” stands for 1,5 m, etc.
Example: HH253020 is a cable with a length of 2,0 m.

Hook type SWL 
(kg)

Bolts* and locknuts
dimensions

Max. torque 
(Nm)

HPHRH 5 5 000 M16 A4-80 100
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DIMENSIONS

PART NO. HOOK SWL A B C D E F G WEIGHT

HH001959 HPHRH 5 5 000 kg 378 181 20 49 20 -7° ... 30° 181 7,87 kg

NOTE: Detailed drawings and 3D models are available on request.

HOOK
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DIMENSIONS
REMOTE UNIT

PART NO. For SWL A B C D E F WEIGHT

HH005087 5 000 kg 200 130 189 124 70 Ø140 2,50 kg

NOTE: Detailed drawings and 3D models are available on request.
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HOLE POSITIONS

REMOTE UNIT

HOOK

m-files://show/9E966A94-A8E9-4EDB-8F62-4DAA1168AC72/0-1902?property=PG5283F762EA094BAF8DF9C60683CDCEF6
m-files://show/9E966A94-A8E9-4EDB-8F62-4DAA1168AC72/0-1902?property=PG7AFB2165570A4DEFBA7A98FF470DCAF9
m-files://show/9E966A94-A8E9-4EDB-8F62-4DAA1168AC72/102-19806?property=PGFFD01F8AFFE24D849946A9A670C2FF84_PG042E7950D32D4FD599F0094890B90627
m-files://show/9E966A94-A8E9-4EDB-8F62-4DAA1168AC72/0-1902?property=PG8801983484C04A7EAB987FC0D4D5106A


HENRIKSEN HOOKS

Phone: +47 33 37 84 00
hooks@hhenriksen.com

www.henriksenhooks.com

M
O
U
N
T
I
N
G

Page 10 M000148

HPHRH 5

A1Rev.:

REMOTE HANDLE WITH CABLE

2 Attach the cable attachment to the cable, refer to the illustration.

3

1 Make sure that the nut is installed on this end of the cable.

Clamp

Change the position of the cable attachment and the nut on the 
cable end to adjust the operational range of the remote handle.
Make sure that cable is minimum 5 mm deep inside the cable 
attachment.
Lock the cable attachment with the nut after the adjustment is 
completed.

Install the cable in the clamp of the remote unit, refer to the illustration.
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4 Install the cable attachment with the cable on the arm of the 
remote unit, refer to the illustration.

Arm

REMOTE HANDLE WITH CABLE
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1 Remove the nut from the cable.

PAINTER HOOK WITH CABLE

2 Remove the cover from the hook (remove 4 pcs. bolts).
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PAINTER HOOK WITH CABLE

3 The cable top attachment is mounted on the release arm in the hook. 
Remove the bolt from the release arm of the hook and take the top 
attachment out.
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PAINTER HOOK WITH CABLE

4 Install the cable into the cover with the cable clamp.
Make sure that the mounting plate is in place under the cable clamp.
Do not tighten yet.

Mounting 
plate

Cable 
clamp
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PAINTER HOOK WITH CABLE

5 Install the cable top attachment onto to the cable end.
Make sure that cable is minimum 5 mm deep inside the cable 
attachment.

6 Make sure that the hook is open.

7 Mount the cable top attachment with the cable onto the release arm 
in the hook. Tighten the bolt by hand only.

8 Close the hook.
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PAINTER HOOK WITH CABLE

9 Align the holes on the hook and the cover.

Make sure that you can move the cover towards the remote unit 
between 5 - 10 mm before you can feel the resistance point 
caused by the release mechanism in the hook.

Align the holes on the hook and the cover.

10 Mount the cover onto the hook.

11 Tighten the bolts on the cable clamp.
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TEST AND ADJUSTMENT

1 Make sure that the release handle on the release unit is in 
closed position.

2 Make sure that the hook is in closed position.

3 Loose the spring on the release unit before testing.

4 Start pulling the release handle on the release unit.

5 The handle shall have a free movement (min. 10° angle) 
before you can feel the resistance point caused by the 
release mechanism in the hook.

6 When you continue to pull the handle, the hook shall open.

7 After the hook opens, it shall be possible to continue to pull 
the handle before it stops.

8 Remove the cover and adjust the position of the cable top 
attachment on the cable if the above criteria are not met in 
step 5 - 7.
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1 Remove the cover from the hook.

2 Loosen the bolts that attach the 
cable clamp to the cover.
Apply Loctite 243 or equivalent on 
the bolts and tighten them again.

3 Loosen the bolt that attach the 
cable top attachment to the
release arm.
Apply Loctite 2701 or equivalent
on the bolt and tighten the bolt by 
fingers, till locked.
Then tighten between 45 degrees 
and max. 90 degrees with a 
suitable tool.
Check the gap between the cable 
attachment and the flange of the 
arm by using a feeler gauge. 
The gap should be minimum
0,2 mm, refer to the illustration.

5 Mount the cover onto the hook. 
Apply Loctite 243 or equivalent on 
the bolts before tightening.

Arm

Gap

Bolt
Cable top 
attachment

4 Apply a small amount of CRC Dry 
Lube or equivalent inside the hook 
around the release arm.

m-files://show/9E966A94-A8E9-4EDB-8F62-4DAA1168AC72/0-1902?property=PG5283F762EA094BAF8DF9C60683CDCEF6
m-files://show/9E966A94-A8E9-4EDB-8F62-4DAA1168AC72/0-1902?property=PG7AFB2165570A4DEFBA7A98FF470DCAF9
m-files://show/9E966A94-A8E9-4EDB-8F62-4DAA1168AC72/102-19806?property=PGFFD01F8AFFE24D849946A9A670C2FF84_PG042E7950D32D4FD599F0094890B90627
m-files://show/9E966A94-A8E9-4EDB-8F62-4DAA1168AC72/0-1902?property=PG8801983484C04A7EAB987FC0D4D5106A


HENRIKSEN HOOKS

Phone: +47 33 37 84 00
hooks@hhenriksen.com

www.henriksenhooks.com

M
O
U
N
T
I
N
G

Page 19

HPHRH 5

M000148

Do a functional test of the following after mounting the painter hook 
and the remote unit on the boat:
• The reset knob can be set to locked position.
• The hook element can open fully.
• The ring shall be inserted simply and safely.
• The cable moves freely.
• The remote handle shall have a free movement (min. 10° angle) 

before you can feel the resistance point caused by the release 
mechanism in the hook.

• The hook opens immediately when you pull the remote handle.
• The remote handle goes back fully to the closed position after you 

release it.

Do a functional test of the following when the boat is waterborne:
• The operation angle of the painter line is within the operational 

angle of the painter hook (from horizontal up to 30 degrees).
• It is safe to reset the painter hook and connect the painter ring.
• It is safe to release the boat at operational speed (under load).

We recommend to prevent the hook against any ice to build up.

FUNCTIONAL TEST

A1Rev.:
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1 For safety reasons carry out the control in 
good lighting conditions.

2 Remove all impurities (salt, grease, dust, etc.) 
with fresh water. Remove ice if necessary.

Contact the manufacturer in case of any deviation! 

A1Rev.:

3 Check that the following parts are free from 
deformations and defects:

Hook elementReset knob

Painter ring

Side plates Check all 
springs

Push / pull cable

Identification
labels

Adapter
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4 Check the following:
• The cable moves freely.
• The reset knob can be set to locked position.
• The hook opens immediately when you pull the remote handle.
• The remote handle goes back fully to the closed position after 

you release it.
• The hook element can open fully.
• The ring shall be inserted simply and safely.
• Perform the steps as described at step 1, 4 and 5 on page 18 

if necessary.

5 DO NOT PAINT ANY PART OF THE HOOK!

Contact the manufacturer in case of any deviation! 

A1Rev.:
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SAFE LAUNCH
The hook operator connects the 
lifting ring and the painter line 
before launch, and then gives
a signal to the crane operator 
that the lowering process can 
start.

2 The crane operator starts 
the lowering process with
a continuous motion.

3 The operators make sure 
that there are no obstacles 
under the boat and continue 
the launch process.

Continuous 
motion

1

A1Rev.:
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SAFE LAUNCH

4 When the boat is waterborne and 
the lifting hook has released the 
lifting ring, the crane operator lifts 
the lifting line to avoid collision 
with the boat or the crew.

5 The coxswain or the hook operator 
releases the painter line when the 
boat and the crew are ready.

6 The coxswain maneuvers the 
boat ahead and away from the 
vessel.

A1Rev.:
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SAFE RECOVERY

1 The operators make sure that 
the lifting hook is reset, and 
the hook element of the painter 
hook is in open position.

The hook operator connects 
the painter line. The coxswain 
aligns the direction of the boat 
to the direction of the vessel.

2

3

The coxswain maneuvers 
the boat close to the vessel 
to let the hook operator 
safely get the painter line.

A1Rev.:

The crane operator lowers the 
lifting rings to let the hook 
operator safely get it.

5

The coxswain reduces the speed
of the boat and the painter line is 
tensioned. The coxswain then 
makes sure to keep the correct 
direction of the boat and tension
in the painter line.
The boat shall then be in the correct 
position below the lifting rings.

4
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SAFE RECOVERY

6 The hook operator connects the 
lifting ring, and gives a signal to 
the crane operator.
The crane operator starts the 
automatic tensioning system
(if available) to give tension in
the wire.

8 The crane operator starts 
the lifting process with a 
smooth motion as the 
boat moves upwards on 
a wave.

9 The crane operator completes the 
lifting process with a continuous 
motion and places the boat into 
the crib.

The hook operator stands back 
and takes a safe stand-by position.7

Continuous 
motion

A1Rev.:

m-files://show/9E966A94-A8E9-4EDB-8F62-4DAA1168AC72/0-1902?property=PG5283F762EA094BAF8DF9C60683CDCEF6
m-files://show/9E966A94-A8E9-4EDB-8F62-4DAA1168AC72/0-1902?property=PG7AFB2165570A4DEFBA7A98FF470DCAF9
m-files://show/9E966A94-A8E9-4EDB-8F62-4DAA1168AC72/102-19806?property=PGFFD01F8AFFE24D849946A9A670C2FF84_PG042E7950D32D4FD599F0094890B90627
m-files://show/9E966A94-A8E9-4EDB-8F62-4DAA1168AC72/0-1902?property=PG8801983484C04A7EAB987FC0D4D5106A

	Slide Number 1
	Slide Number 2
	Slide Number 3
	Slide Number 4
	Slide Number 5
	Slide Number 6
	Slide Number 7
	Slide Number 8
	Slide Number 9
	Slide Number 10
	Slide Number 11
	Slide Number 12
	Slide Number 13
	Slide Number 14
	Slide Number 15
	Slide Number 16
	Slide Number 17
	Slide Number 18
	Slide Number 19
	Slide Number 20
	Slide Number 21
	Slide Number 22
	Slide Number 23
	Slide Number 24
	Slide Number 25

